
 

 

IP Rating for products and cabinets. 

The IP Code, International Protection Marking, IEC standard 60529, sometimes interpreted as Ingress 

Protection Marking, classifies and rates the degree of protection provided against intrusion (body 

parts such as hands and fingers), dust, accidental contact, and water by mechanical casings and 

electrical enclosures. It is published by the International Electro technical Commission (IEC). The 

equivalent British standard is EN 60529. 

The standard aims to provide users more detailed information than vague marketing terms such as 

waterproof. The digits (characteristic numerals) indicate conformity with the conditions summarized 

in the tables below. Where there is no data available to specify a protection rating with regard to one 

of the criteria, the digit is replaced with the letter X. The digit 0 is used where no protection is 

provided. 

A rating of X for one or more of the protection criteria can be erroneously misinterpreted as "no 

protection". To illustrate, a piece of electronic equipment rated IPX7 will almost certainly 

demonstrate a robust resistance to the ingress of particles, even though a rating for ingress of solids 

hasn't been formally assigned. Hence, an X designation shouldn't be automatically misconstrued as a 

lack of protection. 

For example, a cellular phone rated at IP58 is "dust resistant" and can be "immersed in 1.5 meters of 

freshwater for up to 30 minutes". Similarly, an electrical socket rated IP22 is protected against 

insertion of fingers and will not be damaged or become unsafe during a specified test in which it is 

exposed to vertically or nearly vertically dripping water. IP22 or 2X are typical minimum 

requirements for the design of electrical accessories for indoor use. 

The ratings for water ingress are not cumulative beyond IPX6. A device which is compliant with IPX7, 

covering immersion in water, need not be compliant with IPX5 or IPX6, covering exposure to water 

jets. A device which meets both tests is indicated by listing both tests separated by a slash, e.g. 

IPX5/IPX7. 

There are no hyphens in a genuine IP code. IPX-8 (for example) is thus a false IP code. By 2013, 

IEC/EN 60529 was updated to include the IPX9 water ingress test. This test appears to be identical to 

the IP69K test from DIN 40050-9. 
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This description contains a mixture of IEC 60529 (also EN 60529) and other standards, such as DIN 

40050-9. The original documents are available for purchase, and have important / specific 

requirements that cannot be fully reprinted due to copyright restrictions. 

Code breakdown 

This table shows what each digit or part of the IP code represents. 

IP indication 
Solid particle 
protection 

Liquid ingress 
protection 

Mechanical impact 
resistance 

Other protections 

IP Single numeral: 0–6 Single numeral: 0–9 Single numeral: 0–9 Single letter 

Mandatory Mandatory Mandatory No longer used Optional 

 

1st Digit: Solid particle protection - The first digit indicates the level of protection that the enclosure 

provides against access to hazardous parts (e.g., electrical conductors, moving parts) and the ingress 

of solid foreign objects. 

Level 
Protection 
against object 
sized 

Effective against 

0 — No protection against contact and ingress of objects 

1 >50 mm 
Any large surface of the body, such as the back of a hand, but no protection against 
deliberate contact with a body part 

2 >12.5 mm Fingers or similar objects 

3 >2.5 mm Tools, thick wires, etc. 

4 >1 mm Most wires, slender screws, large ants etc. 

5 
Dust 

protected 
Ingress of dust is not entirely prevented, but it must not enter in sufficient quantity 
to interfere with the satisfactory operation of the equipment. 

6 Dust tight 
No ingress of dust; complete protection against contact (dust tight). A vacuum must 
be applied. Test duration of up to 8 hours based on air flow. 

 

2nd Digit: Liquid ingress protection - The second digit indicates the level of protection that the 

enclosure provides against harmful ingress of water. 

Level 
Protection 
against 

Effective against Details 

0 None — — 

1 Dripping water 
Dripping water (vertically falling drops) 
shall have no harmful effect. 

Test duration: 10 minutes 
Water equivalent to 1 mm rainfall per 
minute 

2 
Dripping water 
when tilted up 
to 15° 

Vertically dripping water shall have no 
harmful effect when the enclosure is 
tilted at an angle up to 15° from its 
normal position. 

Test duration: 2.5 minutes for every 
duration of tilt. Water equivalent to 3 
mm rainfall per minute 
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3 
Spraying 
water 

Water falling as a spray at any angle up 
to 60° from the vertical shall have no 
harmful effect. 

For a Spray Nozzle: Test duration: 1 
minute per square meter for at least 
5 minutes[2] Water volume: 10 litres 
per minute Pressure: 50–150kPa For 
an Oscillating Tube: Test duration: 10 
minutes Water Volume: 0.07 l/min 
per hole 

4 
Splashing of 
water 

Water splashing against the enclosure 
from any direction shall have no harmful 
effect. 

Same as IPX3 Spray Nozzle 

5 Water jets 
Water projected by a nozzle (6.3 mm) 
against enclosure from any direction 
shall have no harmful effects. 

Test duration: 1 minute per square 
meter for at least 3 minutes Water 
volume: 12.5 litres per minute 
Pressure: 30kPa at distance of 3 m 

6 
Powerful 
water jets 

Water projected in powerful jets (12.5 
mm nozzle) against the enclosure from 
any direction shall have no harmful 
effects. 

Test duration: 1 minute per square 
meter for at least 3 minutes. Water 
volume: 100 litres per minute. 
Pressure: 100 kPa at distance of 3 m 

6K 

Powerful 
water jets 
with increased 
pressure 

Water projected in powerful jets (6.3 
mm nozzle) against the enclosure from 
any direction, under elevated pressure, 
shall have no harmful effects. 

Test duration: at least 3 minutes. 
Water volume: 75 litres per minute. 
Pressure: 1000kPa at distance of 3 m 

7 
Immersion, up 
to 1 m depth 

Ingress of water in harmful quantity 
shall not be possible when the enclosure 
is immersed in water under defined 
conditions of pressure and time (up to 1 
m of submersion). 

Test duration: 30 minutes. Tested 
with the lowest point of the 
enclosure 1000 mm below the 
surface of the water, or the highest 
point 150 mm below the surface, 
whichever is deeper? 

8 
Immersion, 
1m or more 
depth 

The equipment is suitable for 
continuous immersion in water under 
conditions which shall be specified by 
the manufacturer. However, with 
certain types of equipment, it can mean 
that water can enter but only in such a 
manner that it produces no harmful 
effects. The test depth and/or duration 
is expected to be greater than the 
requirements for IPx7. 

Test duration: Agreement with 
Manufacturer 
Depth specified by manufacturer, 
generally up to 3m 

9K 
Powerful high 
temperature 
water jets 

Protected against close-range high 
pressure, high temperature spray 
downs. Smaller specimens rotate slowly 
on a turntable, larger specimens are 
tested freehand for a longer time. 
Smaller specimens are tested from 4 
specific angles. There are specific 
requirements for the nozzle used for the 
testing. 

Test duration: 30 seconds in each of 4 
angles (2 minutes total) Water 
volume: 14–16 litres per minute 
Pressure: 8–10 MPa (80–100 bar) at 
distance of 0.10–0.15 m 

(Info from Wikipedia) 

 


